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Surface Mounting BRKEXx
Mount Your Breakout Board with Enclosure

On select BRKEx enclosure series, Winford offers surface-mounting divots as a feature
integrated into the enclosure base. Although these enclosures are primarily designed for
cable-end termination they also come with accommodations for mounting the enclosure to
a surface using the instructions below. This feature is not available on all BRKE series
enclosures (See specific web pages for details).

Please use the simple steps below:
1. Remove PCB from enclosure

© Remove screws and enclosure top

© Remove snap rivets Figure 1.1

» Push down on the center post of each snap rivet; freeing it from the enclosure
base (Figure 1.1)

© Remove PCB
2. Drill out preformed divots
o 1/8” through-hole recommended (Figure 1.2)

o Some enclosures have two divots while others have four.

Figure 1.2
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3. Mount enclosure base

o Install mounting hardware (#4 flat-head screws recommended) through divots,
securing the enclosure base to the mounting surface. (Figure 1.3)

4. Reinstall PCB

© Place PCB in proper orientation

o Install snap rivets “backwards” (i.e. through the top of the
PCB) (Figure 1.4) — =——

Figue 14

o Install terminating wires, enclosure top, and screws, and you’re done! (Figure 1.5)

Figure 1.5

Please contact us if you're interested in purchasing unassembled enclosure parts or kits.
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